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CLAIMS 

What is claimed is: 

1. A multiple card holding apparatus, comprising: 

a first bracket; 

a second bracket oriented in opposition to the first bracket; and 
a separation member, disposed between the first bracket and the 

second bracket, forming a first holding region and a second holding region with the 

first bracket and the second bracket. 

2. The multiple card holding apparatus of claim 1, wherein the first bracket 
includes a top portion, a bottom portion and an intermediate portion, interconnecting 
the top portion and the bottom portion, the second bracket includes a top potion, a 
bottom portion and an intermediate portion, interconnecting the top portion and the 
bottom portion, and wherein the separation member is disposed between the 
intermediate portions of the first bracket and the second bracket. 

3. The multiple card holding apparatus of claim 1, wherein the separation 
member has at least one opening formed therein for providing the first holding region 
with access to an electrical conductor. 

4. The multiple card holding apparatus of claim 1, wherein the first holding 
region and the second holding region are each capable of maintaining individual 
electronic elements in a substantially vertically stacked manner relative to one 
another. 

5. The multiple card holding apparatus of claim 1, further including at least 
one contact member providing a spring bias force to couple the separation member to 
a base. 

6. The multiple card holding apparatus of claim 2, wherein the bottom portion 
of the first and second brackets further include an attachment member configured to 
engage a base connector, wherein the card holding apparatus is rotationally positioned 
relative to a base. 

7. The card holding apparatus of claim 2, wherein the first holding region and 
the second holding region are in line and commonly share the separation member 
therebetween. 
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8. A multiple card holding apparatus, comprising: 

a first bracket structure including a top portion, a bottom portion and 
an intermediate portion, interconnecting the top portion and the bottom portion; 

a second bracket structure including a top portion, a bottom portion 
5 and an intermediate portion interconnecting the top portion and the bottom portion; 

and 

a separation member, disposed between the intermediate portions of 
the first bracket structure and the second bracket structure, the separation member 
forming a first holding region and a second holding region with the first and second 
10 bracket structures. 

9. The multiple card holding apparatus of claim 8, further including at least 
one contact member coupled to the first and second bracket structures, operable to 
provide an electrical connection extending into the separation member. 

10. The multiple card holding apparatus of claim 9, wherein the at least one 
15 contact member provides a spring bias to disengage the separation member from a 

base. 

11. The multiple card holding apparatus of claim 8, wherein the bottom 
portion of at least one of the first and second bracket structures includes an attachment 
member configured to engage a base connector, wherein the card holding apparatus is 

20 rotationally positioned relative to a base. 

12. The multiple card holding apparatus of claim 8, wherein the first holding 
region is configured to slidingly engage a first electronic element. 

25 13. The multiple card holding apparatus of claim 12, wherein the second 

holding region is configured to slidingly engage a second electronic element, and 
wherein the first and second electronic elements are maintained in a vertically stacked 
manner relative to one another while maintained within the first and second holding 
regions. 



12 



EXPRESS MAIL NO.: EV203579496US 
DOCKET NO.: CS20250P 

14. The multiple card holding apparatus of claim 8, wherein the first holding 
region and the second holding region are each capable of maintaining separate 
electronic elements in a vertically stacked manner relative to one another. 

15. The multiple card holding apparatus of claim 8, further including means 
for fixedly engaging the separation member to a base connector. 

16. A mobile communication device, comprising: 

a device controller; and 

a card holder configured to include a first holding region and a second 
holding region, wherein the first holding region and the second holding region are 
each capable of maintaining individual electronic cards in a vertically stacked manner 
relative to one another, with each electronic card in communication with the device 
controller. 

17. The mobile communication device of claim 16, wherein the card holder 
includes a first bracket, a second bracket oriented in opposition to the first bracket, 
and a separation member, disposed between the first bracket and the second bracket, 
wherein the separation member forms the first holding region and the second holding 
region with the first bracket and the second bracket. 

18. The mobile communication device of claim 17, wherein the separation 
member has at least one opening formed therein for providing the first holding region 
with access to at least one electrical conductor. 

19. The mobile communication device of claim 18, further including at least 
one first contact member extending through the at least one opening to provide an 
electrical connection for an electronic card in the first holding region. 
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20. The mobile communication device of claim 19, further including a third 
contact member to provide an electrical connection for an electronic card in the 
second holding region. 

21. The mobile communication device of claim 20, further including a 
housing and a circuit board carried in the housing, the device controller carried on the 
circuit board and the card holder movingly carried on the circuit board to move 
between an open position for insertion and removal of multiple cards and an engaged 
position for operation of the device in electrical connection with multiple cards. 

22. The mobile communication device of claim 20, wherein the at least one 
first contact member and the at least one second contact member connect to the circuit 
board on different sides of the card holder when the card holder is in the engaged 
position. 

23. The mobile communication device of claim 20, wherein the at least one 
first contact member and the at least one second contact member comprise a plurality 
of conductors. 

24. The mobile communication device of claim 17, further including contact 
members extending through the first and second brackets and into the separation 
member and positioned to make electrical connection with a card inserted in the first 
holding region. 

25. The mobile communication device of claim 24, further including a control 
lever integrally formed on the card holder and operative to control the engagement of 
the contact members with conductors on a card inserted in the first holding region. 
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